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CAUTION: IF THIS SHEET IS NOT 30"x42" IT IS A REDUCED PRINT
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201 STRUCTURAL STEEL COLUMN.

202 CONCRETE SLAB. PROVIDE VAPOR RETARDER OVER SAND BASE AT
PROPOSED/FUTURE OFFICE AREA PER SOILS REPORT. PROVIDE SEALER
FOR CONCRETE FLOOR AREA IN WAREHOUSE.

204 ROOF ACCESS LADDER.

205 COLUMN-MOUNTED FIRE EXTINGUISHER WITH COLUMN BRACKET.

207 OUTLINE OF CANOPY ABOVE.

208 STEEL BOLLARD, CONCRETE-FILLED PAINTED SAFETY YELLOW.

210 CRANE COLUMNS. SEE STRUCTURAL DRAWINGS FOR MORE INFO.

WALL/ PARTITION LEGEND

SEE SHEET A010 FOR GENERAL NOTES
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BASE COLOR: SW6254 - LAZY GRAY

D

PROVIDE 6'-0" WIDE PAINT COLOR MOCK-UP FULL HEIGHT OF BUILDING FOR 
OWNER/ARCHITECT REVIEW.

SECONDARY COLOR: SW7067 - CITYSCAPE

ACCENT COLOR: SW7757 - HIGH REFLECTIVE WHITE

ACCENT COLOR: SW 6871 - POSITIVE RED

COLORS:

ALL WALLS TO BE PAINTED WITH BASE COLOR U.O.N.

E ALUMINUM CANOPY: ALUCOBOND NEON RED
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VISION GLASS

TEMPERED GLASS

ALL GLASS USED ON THE ENVELOPE OF THE BUILDING TO BE:
PPG SOLARBAN 60 INSULATED GLAZING UNIT
GLASS WIND LOAD RESISTANCE CALCULATIONS ARE UNDER SEPARATE PERMIT

GLASS:

MATERIALS:

CONCRETE WALL

PROVIDE 6'-0" WIDE PAINT COLOR MOCK-UP FULL HEIGHT 
OF BUILDING FOR OWNER/ARCHITECT REVIEW.

ALL WALLS TO BE PAINTED WITH BASE COLOR, U.O.N.

METAL CANOPY, PAINTED.

MATERIALS:
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401 3/4" V-REVEAL.

402 CONCRETE WALL JOINT.

403 CONCRETE FORMLINER.

404 ALUMINUM STOREFRONT SYSTEM WITH 1" INSULATED GLASS.

405 PRE-FINISHED ALUMINUM FIN, TYPICAL AT CLERESTORY WINDOWS.

406 WALL PACK. MOUNT AT CONSISTENT ELEVATION. COORDINATE MOUNTING
HEIGHT WITH ELECTRICAL DRAWINGS.

408 DRAIN LEADER. PAINTED TO MATCH ADJACENT WALL.

409 FUTURE TENANT SIGNAGE, UNDER SEPARATE PERMIT.

410 FINISH GRADE VARIES.

411 LINE OF ROOF BEYOND.

412 CLERESTORY WINDOW.

413 ALUMINUM-CLAD CANOPY.

0 8' 16' 32' 64'

1/16"=1'-0"

SEE SHEET A010 FOR GENERAL NOTES
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SCALE:  1/16" = 1'-0"
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SCALE:  1/16" = 1'-0"
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PERSPECTIVE VIEW

View

This conceptual design is based upon a preliminary review of entitlement requirements 
and on unverified and possibly incomplete site and/or building information, and is 
intended merely to assist in exploring how the project might be developed.  Signage 
shown is for illustrative purposes only and does not necessarily reflect municipal 
code compliance. All colors shown are for representative purposes only. Refer to 
material samples for actual color verification.



60

NKEY MAP

PAGE

3
0 5 . 2 2 . 2 0 2 5SUNDT OSM FACILITY

APACHE JUNCTION, AZ - PHX24-0053-00

PERSPECTIVE VIEW

View

This conceptual design is based upon a preliminary review of entitlement requirements 
and on unverified and possibly incomplete site and/or building information, and is 
intended merely to assist in exploring how the project might be developed.  Signage 
shown is for illustrative purposes only and does not necessarily reflect municipal 
code compliance. All colors shown are for representative purposes only. Refer to 
material samples for actual color verification.
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View

This conceptual design is based upon a preliminary review of entitlement requirements 
and on unverified and possibly incomplete site and/or building information, and is 
intended merely to assist in exploring how the project might be developed.  Signage 
shown is for illustrative purposes only and does not necessarily reflect municipal 
code compliance. All colors shown are for representative purposes only. Refer to 
material samples for actual color verification.
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View

This conceptual design is based upon a preliminary review of entitlement requirements 
and on unverified and possibly incomplete site and/or building information, and is 
intended merely to assist in exploring how the project might be developed.  Signage 
shown is for illustrative purposes only and does not necessarily reflect municipal 
code compliance. All colors shown are for representative purposes only. Refer to 
material samples for actual color verification.
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